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*Granular or solid Tlux filled hecded studs
conforming to Article 1006.32 of the Std.
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Notes:
Strip ch/'\ The strip seal shall be made continuous and shall have a minimum thickness

of ;7. The configuration of the m,u seal shall match the configuration of the

Locking Edge Rails. Open or “webbed” strip seal gland configurations are not

permitted. The gland mu// be sized Tor a maximum rated movement of 4 inches.
and thickness of the Lock
The

\

L ocking edge rﬂ//—\ -

The height

- < 5, ¢ x 8 o I/’mg 50’95 _Ra/'/s smw_’c/’e mm/mum_
, Center —. W s 7 /fouS d/‘m'cnszons, e gctual configuration of the Locking Edge Rails gnd mafc@mg )
o . . / . Urocers. strip seal may vary from manufaciurer to manufacturer. Flanged edge rails will
D - D ) not be allowed. Locking Edge Rails may be spliced at slope discontinuities
N . I and stage construction joints.
Myl . : ol O The manufacturer’s recommended installation methods shall be followed.
|—i r| The joint opening and deck dimensions detailed on the superstructure are
L {1 ﬁ based on g rolled rail expansion joint. If the Contractor elects fo use the
‘\*.54// ¢ x 2t \\\x;z// b x 87 studs welded rail (’/\F”/“S‘.’fh/ joint, the opening and deck dimensions Sf’?i?f// 'he”mod/f/e/j
ot 207 ofs. . X \ P07 ols agceording fo the dimensions detailed on this sheet. Required modifications
. B i ) ’ shall be made af no additional cost fo the State.
. ] 27 at \*% " ¢ x 8 studs a \ Anchor plate All steel compenents shail be galvanized after fabrication according to
. 50° F. at I'-0"" cis. (alf. with Place plates g,r‘ 7-0" ofs. Article 520.03 of the Standard Specifications.
6 ¢ holes at 47-0" cts. Tor g ¢ fop horizontal studs). 6" ¢ holes gl 4°-0" cfs. for F7 ¢ (alt. with top horizontal studs)
mm All bolts shall be burned, \«ﬂ.wrf bolfs. All bolts shall be burned, sawed,
- chipped of f flush with the plc or chipped off flush with the
af/er forms are removed, Typ. after forms are removed, typ.
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- WELDED RAIL
ROLLED EXTRUDED RAIL

AT PARAPET AT SIDEWALK OR MEDIAN

Shorter plates with a single row of studs
Back gouge not required it ANCHOR ’f at 12° cts. may be neces /on medians

complete joinl penelration (for welded rail) which m’e shallower than ﬁ See
is verified by mock-up. manufacturer’s recommendation.
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] ‘ Irem Unir Total
‘ 7 Preformed Joint Strip Seal Foot
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o i 3,70 ¢ Countersunk/ PREFORMED JOINT STRIP SEAL
37 typ. p! bolis at 7127 ¢ts. ANDREWS DRIVE over
End of ] U.S. ROUTE 40 ; CSX RR and IL. WESTERN RR
parapet SECTION B-B 99-00036-00-RR
seal joint NO. 003-6000
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